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Physical opticsFISICA (Far-Infrared Space Interferometer Critical Assessment) was a three year study of a far-infrared
spatio-spectral double-Fourier interferometer concept. One of the aims of the FISICA study was to set-
out a baseline optical design for such a system, and to use a model of the system to simulate realistic tele-
scope beams for use with an end-to-end instrument simulator. This paper describes a two-telescope (and
hub) baseline optical design that fulfils the requirements of the FISICA science case, while minimising the
optical mass of the system. A number of different modelling techniques were required for the analysis:
fast approximate simulation tools such as ray tracing and Gaussian beam methods were employed for
initial analysis, with GRASP physical optics used for higher accuracy in the final analysis. Results are
shown for the predicted far-field patterns of the telescope primary mirrors under illumination by smooth
walled rectangular feed horns. Far-field patterns for both on-axis and off-axis detectors are presented and
discussed.
 2016 Elsevier B.V. All rights reserved.1. Introduction
The FISICA project involved an international collaboration of
researchers including leaders in the fields of far-infrared astron-
omy, cosmology, far-infrared instrumentation, optics, optical
materials manufacture, and satellite positioning. FISICA aimed to
identify the scientific questions related to high spatial resolution
far-infrared observations, and to translate these questions into a
technological definition of a far-infrared space-based mission,
including a baseline telescope design. The work builds on previous
far-infrared double-Fourier studies carried out by both European
and US institutes, including the ESA Far-Infrared Interferometer
(FIRI) Technology Reference Study (TRS) [1], the Space Infrared
Interferometric Telescope (SPIRIT) study [2] (a candidate NASA
Origins Probe mission), and the Balloon Experimental Twin Tele-
scope for Infrared Interferometry (BETTII) [3]. For publications on
the broader FISICA project see [4,5], for example.It has been long known that radiation in the far-infrared wave-
band can be used to probe many important astrophysical processes
occurring in both the local and distant Universe. However, limita-
tions due to diffraction mean that if resolutions (hmin ¼ 1:22 k=D) of
less than 1 arcsecond are to be reached in the far-infrared, then a
primary mirror on the order of 50–100 m must either be built or
synthesised. Atmospheric attenuation of far-infrared radiation,
and the difficulties involved in using large mirrors in space leads
to the requirement of space-based interferometry. Furthermore,
if we are to at least match the spectral resolution of single dish
far-infrared observatories such as Herschel [6,7], Spitzer [8] and
SPICA [9], then a high-resolution spectroscopic technique must
be used in combination with the spatial interferometer. The tech-
nique selected for the FISICA study was Fourier transform spec-
troscopy (FTS), and when spatial and spectral methods are used
together the technique is called double-Fourier spatio-spectral
interferometry [10].
One of the main drivers for a baseline optical layout for a far-
infrared interferometer was the production of realistic aperture
fields for use with the recently developed PyFIInS (Python Far-
infrared Interferometer Instrument Simulator) software [11,12].
The PyFIInS simulator has thus far been capable of modelling the
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sky maps while accounting for realistic sources of error and noise.
To date though, the input primary mirror beams on the sky were
those of uniformly illuminated apertures, and thus did not take
account of optical aberrations, beam structure and polarisation
effects of realistic detector beams, etc. Furthermore, it was clear
that at such long wavelengths and propagation distances, diffrac-
tion would cause difficulties.
The main body of this paper starts with a description of the pre-
determined design parameters for the optical system of the inter-
ferometer resulting from the FISICA science case. A trade-off study
between two very different interferometer design concepts is then
presented, with one of the designs subsequently selected for fur-
ther study. Following a discussion of results from approximate
modelling methods such as ray tracing and Gaussian beams, an
accurate PO (physical optics) model of the system is described.
The PO model is ultimately used to propagate detector horn beams
through the optical system, including the hub condensing optics,
the variable interferometric baseline, and the light collecting tele-
scopes. As such, the optical aberrations, beam truncation, and field
structure that would be expected in a real system are accounted for
in the predicted beam patterns shown in Fig. 6. Finally, a discussion
of conclusions is given at the end of the paper.2. Light collecting telescopes
2.1. Broad optical design
In the context of the FISICA study, the demands on sensitivity,
resolution, and FoV (field of view) were well defined by the science
case, and these requirements drove the initial optical design
parameters. Two-metre primary mirrors (flux collectors) are
required if integration times are to be kept within practical time-
scales. For example, for an interferometer with two mirrors
(d ¼ 2 m), the average time needed per-pointing is 33 h. This cor-
responds to approximately 4000 u–v sample points with two FTS
scans per pair of u–v points [13]. The most demanding scienceFig. 1. Interferometer concept designs. Left: De-magnification carried out before propag
The required dimensions of the flat siderostats in the right figure are a ¼ 2 m and b ¼ 2questions translate into the need to spatially resolve astrophysical
objects of angular size 0.1–0.25 arcseconds at wavelengths rang-
ing from 25 to 200 lm, with a desire to extend the range to
400 lm. This sharp resolution at such long wavelengths requires
interferometric baselines up to B ¼ 100 m [13,4]. The wide spectral
coverage would likely be separated into three wavebands: (1)
25–50 lm, (2) 50–100 lm, (3) 100–200 lm, with a possible 4th
band of 200–400 lm, if feasible. Finally, science questions relating
to mapping of the galactic centre call for a 1 arcmin2 FoV. One
on-axis single-mode coherent detector/horn assembly illuminating
a 2 m primary mirror will yield a beam size on the sky on the order
of a few arc seconds squared. However, filling the relatively large
arcmin2 FoV with one such detector is not possible, and so a FPA
(focal plane array) of single-mode or over-moded horns will be
required. Thus, these values of d ¼ 2 m, Bmax ¼ 100 m,
FoV = ð0:50Þ2, and the need for a FPA provided a clear starting
point for the optical design.
Unlike imaging telescopes which focus a collimated beam onto
a focal plane, the purpose of the light collecting telescopes in this
instance is to convert a collimated beam into a smaller
(de-magnified) collimated beam. This de-magnification is required
in order to keep the size of the cooled hub optics small. Also, the
beamsmust be propagated over distances up to B1=2 ¼ 50 m, before
being combined in the hub craft. For each of the two beam paths a
flat mirror oriented at 45 to both the sky and the hub spacecraft is
used to steer the beam toward the hub. De-magnification of the
beams can be performed either before or after propagation over
the semi-baseline. Fig. 1 (left) shows a design where de-
magnification is done before propagation over B1=2. This was the
option chosen by the FIRI study [15,1], where two on-axis afocal
telescopes (pointed at the source) sample the u–v plane and
de-magnify the aperture fields. Fig. 1 (right) illustrates how
de-magnification can alternatively be done after propagation over
B1=2, as selected by the balloon-borne BETTII mission [3] (due for
launch in 2016). In this case two large flat siderostats (oriented
at 45 to the source) sample the u–v plane and propagate the large
beams toward the hub. Two afocal telescopes (off-axis layout foration over the semi-baseline. Right: De-magnification carried out after propagation.
:83 m. (Pictures generated using GRASP software [14].)
Fig. 2. Equivalent on-axis models (for clarity) of four of the many possible interferometer optical layouts (not to scale). Top Left: De-magnification before propagation over
B1=2 (stop at primary). Top Right: De-magnification before propagation (stop at cryostat). Bottom Left: De-magnification after propagation (stop at primary). Bottom Right:
De-magnification after propagation (stop at cryostat).
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enter the hub.
2.2. Trade-off analysis
It was decided to compare optical designs where
de-magnification is carried out at the primary flux collectors
(which we will call type 1) with those where de-magnification is
carried out close to the hub (we will call type 2). Using the ray
tracing software Zemax, the predicted beam sizes at the hub
cryostat window were compared for type 1 and type 2 designs.
To be sure of comparing like-with-like, the analysis assumed the
same parameters for the condensing optics in each case, namely
de-magnification of m ¼ 10 and F=1:5 primary.
These preliminary geometrical models show that there are sig-
nificant differences for type 1 and type 2 systems, in terms of the
minimum beam sizes at the hub. For type 1 designs, limiting the
size of the primary mirrors to 2 m for a FoV of ð0:50Þ2 results in
very large beam cross-sections at the hub window (over
400 mm). This is simply due to a ‘lever-arm’ effect on the off-axis
rays, where the propagation angles (/f ) are magnified as
/f ¼ m/i, where /i are the angles of incidence (Fig. 2 (top left)).
Given that the aperture of the hub cryostat must be cooled, its size
should be kept as small as possible. If then, the cryostat window is
to be the limiting factor, and the hub beam diameter is set to, say,
200 mm, we find that the lever-arm effect demands the expansion
of the primary mirrors to a diameter of at least 3.5 m (or even lar-
ger if there is to be no truncation of the longer wavelengths at the
cryostat window) (Fig. 2 (top right)). There are of course other
compromise options within (and beyond) the two extremes just
described for a type 1 layout, and the exact design of a type 1 sys-
tem will need to consider a trade-off between primary mirror size
vs. cryostat window size.
In contrast to the type 1 design, if de-magnification is instead
carried out close to the hub (type 2), a relatively small beam diam-
eter at the hub cryostat window is achievable without increasing
the size of the primary mirror. There is of course the addition of
a large siderostat for each beam path, thus significantly increasing
the mass of optical components required. As would be expected,
due to the short distance between the telescope and hub for a type2 design, there is little difference between placing the optical stop
at the telescope primary mirror or at the hub window, unless a
significantly smaller window is required. A summary of design
conclusions is given in Table 1.
A broader trade-off analysis of various afocal telescope types
such as Gregorian vs. Cassegrain, and on-axis vs. off-axis (for a
range of F/#s) was reported in a previous paper [16]. Ultimately,
the final design for a particular mission will be chosen based on
mass and compactness considerations vs. sensitivity and wave-
front quality, etc. Given that FISICA was a study of a space-based
system, and since mass limitations imposed by launch will likely
exclude a type 2 design, it was a type 1 design that was selected
for detailed modelling in this work. In order to predict the approx-
imate size of the de-magnified FoV footprint at the hub (following
propagation over B1=2), a simple Gaussian beam model was used.
This Gaussian beam model is approximate, in that it accounts for
beam divergence, but neglects detailed beam-evolution effects
due to diffraction.
The primary mirror of the type 1 system to be studied was set
to 2 m (stop placed at primary), meaning that the cryostat win-
dow will need to be large. However its size could be reduced if
a reduced FoV was acceptable (see Fig. 3 (right)). Again, these
are details that would be refined for a real system design in the
future.
2.3. Optimising baseline telescope design
As well as the magnification of the angle of off-axis rays by m
(described above), significant beam spreading due to diffraction
can also occur at the longer wavelengths if the beams are con-
densed too much. An analysis was therefore carried out to deter-
mine the best value for m from both a geometrical and
diffractive point of view. The wavelength range considered was
20–200 lm in steps of 20 lm, as well as a wavelength of 400 lm.
The on-axis beam from each of the telescopes can be approxi-
mated as a Gaussian [17] with beam radius w that varies with
propagation distance B1=2, as shown in (1).












Summary of the various optical formats for a two-telescope interferometer, and the implications.
De-mag. at primary Very large cryostat 2 m primary (minimum
Stop at primary Window (> 400 mm) Mirror requirement)
De-mag. at primary Quite large cryostat Large 3.5 m primary
Stop at cryostat Window (200 mm for m ¼ 10)
De-mag. at hub Moderate cryostat window 2 m primary, plus large
Stop at primary Requirement (100 mm) Siderostat a ¼ 2 m, b  2:8 m
De-mag. at hub Smallest cryostat window 2.8 m primary, plus large
Stop at cryostat Requirement (70 mm) Siderostat a ¼ 2:8 m, b  3:9 m
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Gaussian to the uniformly illuminated primary mirror, and w0 is the
radius of the de-magnified Gaussian beam before propagation over
the length of the variable semi-baseline B1=2. If we then consider
that the field intercepted by the primary mirror can be represented
by a uniform disk of radius a = 1 m, then the best fit Gaussian to the
primary mirror has a beam radius of w0 ¼ 0:892 m. When the most
off-axis fields (incident at angles / ¼ 0:50) are de-magnified by m,
they too can be treated as simple Gaussian beams, but propagating
at anglesm/. The result is a Gaussian field distribution with a radial
offset (Dw) from bore-sight, over an area (total footprint) of diame-
ter D, as described by (2).






þ 2B1=2 sin m/ð Þ ð2Þ
Fig. 3 (left) shows how the FoV footprint size at the hub
increases with propagation distance for a range of de-magnified
beam width values. In this case k was set to 200 lm since beam
divergence will clearly be more severe at the longer wavelengths.
As shown, the minimum footprint diameter that can be achieved
at the hub for the maximum baseline is about 346 mm, which cor-
responds to an initial de-magnified beam radius of about 89 mm,
or a de-magnification of m ¼ 0:892=0:089 ¼ 10.
Fig. 3 (right) shows the minimum footprint diameter that can be
achieved at the hub for increasing de-magnification and for a vari-
ety of wavelengths. In this case the propagation distance was set to
the maximum semi-baseline (B1=2 = 50 m). Fig. 3 (right) also shows
results for k ¼ 400 lm, where it is clear that extending the spectral
coverage to this range will significantly increase the minimum
beam size at the hub. On the other hand, if a smaller field of viewFig. 3. Left: Diameter of FoV footprint as a function of propagation distance for different
at hub telescope for B1=2 ¼ 50 m, for wavelengths ranging from 20 to 200 lm (in steps o
same wavelength values, but for a reduced FoV of 0:330 .is to be accepted (lowermost curves labelled k), then a signifi-
cantly smaller beam size can be achieved at the hub, even for
wavelengths up to 400 lm. The smallest beam possible will clearly
be for an on-axis field only, resulting in a beam radius at the hub
(for k ¼ 200 lm) of 79.8 mm (not shown in Fig. 3). This optimised
value corresponds to a beam at the telescope secondary mirror
with a beam waist of w0 = 56.4 mm, or de-magnification
m ¼ 892=56:4 ¼ 15:8. However, this scenario corresponds only to
on-axis plane wave illumination, i.e. a single on-axis point source
on the sky.3. Hub condensing optics
3.1. Hub propagation
Based on the analysis described in Section 2.3, the minimum
possible FoV footprint at the cryostat window will have a diameter
of 346 mm. Given that the footprint will have a Gaussian fall-off at
its edge, an will therefore extend somewhat beyond 346 mm, a
cryostat window diameter of 400 mm was selected, with some
level of truncation expected at the longest wavelengths and for
the off-axis pixels. Following propagation across the variable
baseline, and entry into the hub, the beams require further
de-magnification so as to minimise the size of the cooled optical
components within the hub. An off-axis Gregorian-like design with
primary mirror diameter of 400 mm was chosen for the hub con-
densers, which relied on heritage from the FIRI study [15]. Table 2
shows the parameters for both the light collecting telescopes and
the hub condensing optics.
Following de-magnification by the hub condensers, the beams,
now approximately 30 mm in radius, are propagated through a
series of optical elements including beam splitters, dichroics,beam sizes at collecting telescopes, for k ¼ 200 lm. Right: Diameter of FoV footprint
f 20 lm), and 400 lm (right). The lower curves (indicated by k) correspond to the
Table 2
Parameters of both the light collecting telescopes and hub condensers.
Primary telescopes (Cassegrain afocal) Focal length (m) De-magnification ðf 1=f 2Þ Mirror radius (m) F=# Conic Const.
Primary (M1) 3 10 1 1.5 1
Secondary (M2) 0.3 0.1 1.5 1
Hub condensers (Gregorian afocal) Focal length (m) De-magnification ðf 3=f 4Þ Mirror radius (m) F=# Conic const.
Primary (M3) 0.2 5 0.20 0.5 1
Secondary (M4) 0.04 0.043 0.465 1
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trometer). Following combination of the two beams with a final
beam combiner, the signal is focused onto the focal plane array
by a final off-axis mirror. The mirror was given a focal length of
250 mm and angle of throw of 45, and positioned 3 m from the
hub window to allow for a realistic optical path length to facilitate
all of the instrument specific optical elements. For the purposes of
the current work, the final hub mirror was simply given an over-
sized radius of 600 mm to ensure a low level of truncation at all
wavelengths. No attention is given here to the specifics of the other
internal hub optics, since a number of optical layouts could be
chosen for a range of science instruments based on heritage from
the Herschel Space Observatory [18–20], or indeed the research
to date on the planned SPICA mission [21,22]. Having determined
a realistic baseline optical layout capable of satisfying the require-
ments of the FISICA study, attention was turned to the focal plane
feed array in Section 3.2. Given the FoV required by the FISICA
science case, and the resulting very large hub beams for wave-
lengths beyond about 200 lm, band 4 is ignored from this point
as it will likely be unfeasible for a FISICA-type system.3.2. Focal plane fields and detector array
Using the GRASP PO package [14], a total of nine linearly
ploarised plane waves (representing the footprint of the FoV) were
propagated through the system described in Table 2, from the pri-
mary flux collectors to the focal plane. The semi-baseline was set to
an intermediary value of 25 m. The aim of this was to analyse the
focal plane fields corresponding to the FoV footprint, and then
design an appropriate focal plane feed array for generating sky
beams for input to the PyFIInS simulator. A lens equivalent dia-
gram (for clarity) is shown in Fig. 4 (left). The first plane wave rep-
resented an on-axis field, and the remaining eight corresponded to
the limits of the FoV footprint in h ¼ 0:50; / ¼ 0:50, and (h;/) =
(0:50;0:50). Fig. 4 (right) shows a mosaic of the 9 fields on the
focal plane for k ¼ 200 lm, at which the beams would be expected
to suffer the most significant level of diffraction and thus largest
spot sizes. The footprint of a 3 3 array of rectangular horns is
shown superimposed on the focal plane Airy patterns. Rectangular
horns were chosen since they provide a higher packing densityFig. 4. Left: Lens equivalent model (not to scale) of the optical system for one of the two
corresponds to the hub. Right: Focal plane fields for plane wave illumination of the 2 mthan conical horns. The horns were designed based on finding
the best-fit Gaussian (w ¼ 0:77 mm) to the on-axis Airy pattern
at the central wavelength of 150 lm, and then finding the horn
that best couples to that Gaussian (Fig. 5 (right)). The rectangular
horn that best couples to a Gaussian of radius w has a height of




b [23]. Thus, each of the horns in the
3 3 array was given an aperture of a ¼ 2:18 and b ¼ 1:54 mm.
The filled band 2 FPA would consist of a 6 6 array of smaller feed
horns, and band 1 would consist of a 12 12 array of even smaller
horns.4. Detector to sky propagation
4.1. Detector feed overview
In terms of simulating a detector beam for propagation
through the interferometer system, no concern was given to
the particular type of detector. A number of detector technolo-
gies would suit the FISICA sensitivity and bandwidth needs, with
the leading technologies being TESs (transition edge sensors) and
KIDs (kinetic inductance devices). TESs currently have a higher
TRL (technology readiness level) [24], but KIDs also seem to pro-
vide promising technology due to their high suitability for
arrays, and their high sensitivities [25]. For the purposes of the
current work, each feed horn on the array was excited with a
TE10 transverse electric aperture field. Each horn aperture field
was then propagated through the system shown in Table 2
and on to the sky. This analysis was also carried out using
GRASP PO, with the aim of generating high accuracy realistic
beams for use with the PyFIInS simulator.4.2. Beams on the sky
Fig. 6 shows cuts through the far-field radiation patterns of a
single telescope primary mirror illuminated by single feed horns,
where the gain was calculated relative to an isotropic radiator.
The results for the on-axis feed horn (Fig. 6 (top)) show no signif-
icant change in the on-axis intensity with changing semi-baseline
distance, indicating no significant beam truncation. The relativebeam paths (excluding instrument-specific elements). The dashed boxed-off section
primary, with footprint of feed horn array superimposed.
Fig. 5. Left: Cuts through the point spread functions (Airy patterns) on the focal plane for plane wave illumination of the primary mirror. Right: Best-fit Gaussian to the point
spread function for the central wavelength of band 3 (k = 150 lm), and rectangular horn field cuts through E and H planes.
Fig. 6. Top: Far-field patterns for a single telescope illuminated by an on-axis feed horn at a wavelength of k ¼ 200 lm (left), and k ¼ 100 lm (right). Bottom: Far-field
patterns for a single telescope illuminated by the furthest off-axis feed horn at a wavelength of k ¼ 200 lm (left), and k ¼ 100 lm (right).
176 C. Bracken et al. / Infrared Physics & Technology 77 (2016) 171–178increase in on-axis gain at the shorter wavelength (Fig. 6
(top right)) is to be expected, as would be the case for a conven-
tional radiating single mirror/dish.
The results for the furthest off-axis pixel (Fig. 6 (bottom)) show
a decrease (about 2 dB) in gain for B1=2 ¼ 50 m compared to
B1=2 ¼ 2 m, which indicates some level of beam truncation at
longer baselines. In fact the relative decrease is roughly the same
for k ¼ 200 lm and k ¼ 100 lm, indicating the truncation is
primarily a result of the off-axis lever-arm effect, rather thandiffraction which would be wavelength dependent. Fig. 7 again
shows the single telescope far-field patterns, but for varying hub
mirror diameter. If > 99% coupling at all wavelengths and for all
pixels is to be achieved, a hub mirror with a diameter of 520 mm
will ultimately be required. Due to the beam patterns significantly
changing in structure with varying wavelength, separate beam
data were generated for the shortest, central, and longest wave-
length of band 3 (k ¼ 100; 150, and 200 lm) for input to the
PyFIInS instrument simulator. Based on these sample beams, the
Fig. 7. Left: E-plane cuts (/ ¼ 0) through the far-field patterns for a single telescope illuminated by the furthest off-axis feed horn at k ¼ 200 lm, for the maximum semi-
baseline (B1=2 ¼ 50 m). The diameter (d3) of the hub primary mirror (M3) was varied. Right: H-plane cuts (/ ¼ 90).
Fig. 8. Left: Cuts through far-field interferometric beam pattern for two 2 m telescopes illuminated by an on-axis single-mode horn antenna and a baseline of B ¼ 5 m, giving
resolutions of h ¼ 400 at k ¼ 100 lm, and h ¼ 800 at k ¼ 200 lm. Right: Cuts through interferometric beam pattern for an off-axis single-mode horn antenna and a baseline of
B ¼ 50 m, giving resolutions of h ¼ 0:400 at 100 lm, and h ¼ 0:800 at 200 lm, as would be expected.
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wavelength samples.
4.3. Fringe visibility
The predicted far-field interferometric beam patterns can also
be calculated from the PO models, where the horn aperture fields
are split into two beams, and each beam is then propagated
through one of the two beam paths. By comparing the central peak
to the first trough, we can roughly calculate fringe (or interfero-
metric) visibility for each of the pixels at a given wavelength using
(3).
V ¼ Imax  Imin
Imax þ Imin ð3Þ
However, the precise value of fringe visibility for a spatial interfer-
ometer is baseline dependent, and calculating it requires a more
in-depth analysis and a metric called the mutual coherence function
[26]. As can be seen in Fig. 8 (left) for an on-axis pixel and a rela-
tively small baseline of 5 m, the visibility function falls off due to
the beam envelope corresponding to the beam pattern of a single
2 m mirror. This is also the case for larger baselines, although it is
difficult to see in Fig. 8 (right) as the plot only extends over the cen-
tral portion of the beam envelope. Furthermore, while the firsttroughs about the central peak do have minima of roughly zero,
the troughs at larger angular separation do not quite reach zero.
Any non-ideal behaviour in the interferometer is expected to cause
a reduction in the visibility, in particular causing the nulls in the
fringes to be partially filled in. This is due to non-destructive inter-
ference between the two non-identical beams on the sky.
Rather than struggling with precise definitions of fringe
visibility, we can instead generate realistic beam data similar to
those shown in Fig. 6, and allow PyFIInS to simulate the double-
Fourier process for observation of a particular sky scene. The
details of the re-constructed sky maps and spectra can then inform
on the level of visibility.
5. Conclusions
As part of the three year FP7 FISICA study, a design for a long
baseline (B ¼ 5 100 m) far-infrared spatio-spectral double-
Fourier interferometer concept was put forth. The FISICA science
case called for a wavelength range of k ¼ 25 200 lm, likely split
into three bands of 25–50, 50–100, and 100–200 lm. An extended
wavelength range up to k ¼ 400 lm was also desirable for the
science, but was deemed infeasible due to level of diffraction and
resulting large hub beams. An interferometric baseline range up
to 100 m, and a FoV of ð0:50Þ2 were stated in the FISICA science
178 C. Bracken et al. / Infrared Physics & Technology 77 (2016) 171–178case, and sensitivity requirements called for primary mirror diam-
eters of 2 m. This paper detailed how this two-telescope (and cen-
tral hub) design was analysed using a number of computational
methods. A fast ray tracing technique was used to show that if
the telescope primary mirror diameters are set to 2 m, then the
size of the hub aperture must be very large (at least 400 mm). An
approximate Gaussian beam model which accounts for beam
divergence was then used to quickly optimise the de-
magnification power m of the light collecting telescopes. For the
required FISICA FoV, a value of m ¼ 10 was found to provide the
smallest possible beam sizes at the hub aperture, yielding a FoV
footprint with a Gaussian diameter of 346 mm for a wavelength
of k ¼ 200 lm and a semi-baseline of B1=2 ¼ 50 m. It was shown
that a significantly smaller hub aperture would be possible (even
for k up to 400 lm) if a smaller FoV was acceptable.
Based on the ray tracing and Gaussian beam analysis, a baseline
design was decided upon. Two on-axis Cassegrain afocal light col-
lecting telescopes (d ¼ 2 m), with a de-magnification of m ¼ 10
and relatively standard F/1.5 are combined with a flat 45 mirror
to steer the beams toward the hub. In order to achieve small beams
for propagation through the hub optics, the hub beams are further
de-magnified by m ¼ 5 using two off-axis Gregorian afocal tele-
scopes. A final off-axis parabolic mirror is then used to focus the
fields onto a 3 3 array of rectangular feed horns. The horns were
given apertures of a ¼ 2:18 mm and b ¼ 1:54 mm to maximise
coupling with the on-axis Airy pattern at a wavelength of 150
lm. A propagation distance of 3 m between the hub condensing
optics and the final parabolic mirror was defined, to account for
the optical path length of the hub optics.
Due to the long wavelengths involved, and thus the possible
inaccuracies inherent in the approximate analysis techniques
described, an accurate model of the optical system was built using
the GRASP PO package. The PO model was used to generate realis-
tic primary mirror far-field patterns for use with PyFIIns, an end-
to-end far-infrared interferometer instrument simulator. The
design parameters shown in Table 2 result in a system capable of
producing good predicted beam patterns on the sky for on-axis
pixels at both ends of band 3 (k ¼ 100 200 lm), and for the large
baselines demanded by the resolution requirements of FISICA.
However, there is some level of beam truncation for the off-axis
pixels at all wavelengths, which results in a loss in gain of about
2 dB for the most off-axis pixels of the array. Throughput can be
increased to above 99% for all pixels by increasing the diameter
of the hub window to about 520 mm, although the size of the
hub optics may well be the limiting factor in a real system. As such,
a future physical system will likely require some alterations to the
optical design described in this paper, and will further rely on a
trade-off between mass and volume limitations, and the allowable
levels of wavefront error at the shortest wavelengths and beam
truncation at the longest wavelengths.Acknowledgements
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